
Rugged Computers...
For extreme conditions



The JLT 10021
The smallest in the vehicle mount computer family. Its 10,4ò SVGA 400 cd/mĮ 
display, makes it very suitable for narrow spaces. It comes with a 400MHz pro-
cessor as standarad up to Pentium M 1,4 GHz. RAM from 128 MB up to 1048 MB,  
40 GB Automotive HDD or Flash Disk. PCcard compatible radio, standard IP 65, 
operating temperatures -30ęC to +50ęC.

The JLT 12041
This is the moste developed and sold vehicle mount computer. It can be con-
ýgured for a wide range of usage. Processors from 400 MHz to 1,4 GHz, RAM 
up to 1024 MB, HDD 40-80GB or Flash disks up to 4GB. The 12,1ò SVGA/XGA 
displays have resistive touch screen options and are up to a daylight viewable 
1000 cd/mĮ. They are standard IP65 (optional IP-67), MIL-STD 810E and 810C, 
Halt tested, operating temperaures -30ęC to +60ęC. Many communication and 
RF options available.

JLT Mobile Computers develops ultra-tough and reliable 
mobile computers for extreme and industrial environments. 
The computers are designed with optimized processing power and a variety off 
touch screens, which will ýt all the customers desires for mobile computing.

The JLT Field Tablet PC, G-Force 850
A rugged Tablet PC for all kinds of ýeld-work usability. It is IP65, has a in-build 
radio via PC-card (for; WLAN/GPS/GPRS/Bluetooth, or combinations). A 8-wire 
resistive touch screen, 8,4ò SVGA 300 cd/mĮ display. 800MHz processor, up to 
512 MB RAM and 4GB Flash or 30GB Hard disks. MIL-STD-810F, operating tem-
paratures -20ęC to +50ęC and only 1,6kg including 2 batteries.

The JLT 15021
This is the biggest screen size, 15,1ò mobile computer. It has an XGA 400 cd/mĮ 
or 750 cd/mĮ display with resistive touch as option. Up to PM 1,4 GHz processor, 
1024 MB RAM, 40-80 GB HDD. It is standard IP65, MIL-STD 810E and 810C, Halt 
tested. Operating temperatures -30ęC to +50ęC.

The JLT 1211
This model is not a computer but a display only product. With its 1000 cd/mĮ 
(daylight viewable) resistive touch display and IP67 waterproof sealing, it is a 
perfect screen for rugged outdoor use like yachting, outdoor displaying, proces-
sing plants, etc. 



 

Rugged Computers...
For extreme conditions

JLT Mobile Computers
Contact information:

Internet:      www.jlt.biz
E-mail:  sales@jlt.biz
Phone:    +46 8 446 1450

Address:
Polygonvªgen 47
187 66 Tªby
Stockholm, Sweden

JLT Mobile Computers develops and produces rugged vehicle- 
and ýxed-mount computers and handheld rugged Tablet PCôs. 
They are used for mobile computing applications in the most 
extreme environments.

The rugged mobile computers offered by JLT are both designed 
and manufactured to withstand extreme temperature, 
moisture and shock conditions. They are built to meet and 
exceed stringent testing results, and we have the results to 
prove it. 

JLT Mobile Computers is the ideal hardware partner in 
warehouse, construction, military, marine, mining and drilling, 
agriculture, forestry, public safety, and other industrial or 
logistical markets.

The freedom of choice; JLT offers a wide range of sizes and 
options. With our four base models, a 8ò, 10ò, 12ò and 15ò 
screen rugged PCôs there is always a size that ýts your needs. 
On top of that there are many options like; processor speeds 
up to 1,4GHz, touch screens up to 1000 cd/mĮ, IP67, Boot 
devices and Internal memory.



Processor

RAM memory

Power supply

RF options

JLT 10021
Rugged Fixed Mount PC

VIA 400 MHz (standard) 
VIA 1000 MHz  
Intel Celeron Mobile 600 HHz 
Intel Pentium Mobile 1,4 GHz  

9-36 VDC
5 W standby, 25 W operating and Max 45 W
DC/DC 09-154V in, 13/24V out 75W EMC Class B
UPS backup battery

Display

User Interface

Sound / Graphics

Storage

SODIMM 128 MB, 144pin SDRAM PC133 (Standard)
SODIMM 256, 512 
DDR-SDRAM 1024 MB (only on Intel platform)

10,4ò diagonal
SVGA (800x600 Pixels)
Color Active Matrix TFT 256K colors
120 degree viewing angle, 0-100 % dimmable
Luminance: 400 Nit (cd/mĮ)

High Resolution resistive touch screen (optional)
Rugged DB9 Keyboard/Mouse port
DB9/PS 2 adapter (optional)
On/Off switch and manual dimmer control

AC97 and Soundblaster Pro compatible
Graphics Up to 32 MB (uses RAM-memory)

PC-Card slot for ATA/IDE (Flash or rotating)
Hard Drive 20 GB 2.5ò ATA/IDE (optional)
Hard Drive 40 GB 2.5ò ATA/IDE (optional)
Flash Disk 128 MB to 4 GB, 2.5ò ATA/IDE (optional)
Compact Flash for ATA/IDE (optional)

Interfaces

Operating Systems

Physical characteristics

CARDBUS PCMCIA 32-bit, 2 type II or 1 type III
2 Serial ports RS 232C, COM 1-2, up to 115 Kbit/s
2 USB 1.1 A (USB 2.0 with Celeron & Pentium M)
1 FireWire
1 Ethernet 10/100-TP, RJ45
1 Mouse/Keyboard port DB9 (PS/2 adaptable)
Buzzer, Mic, CD in and Line out Stereo

Environment

Regulatory Approvals

Cardbus, PCMCIA compatible (radio independent)
WLAN, WiFi, GSM, GRPS, Edge, UMTS, Bluetooth, GPS

Windows XP Embedded  Windows XP Pro
Linux     CE 5.0

Dimensions: L280 x W205 x H55mm
Weight: 3,1 kg
Enclosure: Aluminium, powder coated

Operating Temperature: -20 C to 50 C
Storage Temperature -30 C to 75 C
Jet of water: IP-65 (standard), IP67 (optional) 
Humidity: 10 - 95% RH, non-condensing
Vibration: 5 - 500 Hz/4.5 g RMS 3 hours XYZ
(non-rotating disk)
Shock: 30 g for 11 ms (non-rotating disk)
MILSPEC 810E and 810C compliant
Track vehicle tested
HALT Tested - (Highly Accelerated Life Tested)

Din 40050 Part 9 IEC 529
Safety: UL: UL94, Class VO
FCC: Part 15 Class B
International Safety: CE Vehicle, FCC light industry
Electrical: ISO7632-1, reverse polarity, dual batery
EMC Susceptibility: ISO7637-1. -2, EN61000-4-2
EMC Emissions: EN55022
Temperature: IEC 68-2-36 Fdb, IEC 68-2-27,
IEC 68-2-1 Ad IEC 68-2-2 Bc, IEC 68-2-30 Db,
IEC 68-2-1 Aa, -2 Ba, 14 Na

Accessories
Mounting solutions  Mini-keyboards
AC/DC adaptors   Rugged keyboards 
Industrial DC/DC   Virtual on-screen keyboard
Cables and adaptors  Radios and GPS
Antennas, domes

JLT 10021 is the newest generation computers 
that are by far the best for any in- or on-vehicle 
use. They are built to withstand rides over the 
roughest terrains under extreme conditions. 
With features like custom built water proof 
IP67 housing, light weight  

JLT 10021

and slim size, the 
rugged and ergono- 
mically designed all-
in-one computer will 
do the job problem 
free for years.



Physical characteristics

Environment

Regulatory Approvals

Dimensions: 305mm (w) x 240mm (h) x 61mm (d)
Weight: 3.7 kg
Enclosure: Aluminium, powder coated

Operating Temperature: -30 C to 50 C
Storage Temperature -30 C to 75 C
Jet of water: IP-65 (standard), IP-67 Water Proof (optional)
Humidity: 10 - 95% RH, non-condensing
Vibration: 5 - 500 Hz/4.5 g RMS 3 hours XYZ
(non-rotating disk)
Shock: 30 g for 11 ms (non-rotating disk)
MILSPEC 810E and 810C compliant
Track vehicle tested
HALT Tested - (Highly Accelerated Life Tested)

Din 40050 Part 9 IEC 529
Safety: UL: UL94, Class VO
FCC: Part 15 Class B
International Safety: CE Vehicle, FCC light industry
Electrical: ISO7632-1, reverse polarity, dual batery
EMC Susceptibility: ISO7637-1. -2, EN61000-4-2
EMC Emissions: EN55022
Temperature: IEC 68-2-36 Fdb, IEC 68-2-27,
IEC 68-2-1 Ad IEC 68-2-2 Bc, IEC 68-2-30 Db,
IEC 68-2-1 Aa, -2 Ba, 14 Na

Accessories
Mounting solutions  Mini-keyboards
AC/DC adaptors   Rugged keyboards 
Industrial DC/DC   Virtual on-screen keyboard
Cables and adaptors  Radios and GPS
Antennas, domes  

JLT 12041 is the newest generation computers 
that are by far the best for any in- or on-
vehicle use. They are built to withstand rides 
over the roughest terrains under extreme 
conditions. With features like custom built 
water proof IP67 housing and a 1000 NIT 
daylight viewable screen, the rugged and 
ergonomically designed all-in-one computer 
will do the job problem     
free for years.

JLT 12041

Processor

RAM memory

Power supply

RF options

VIA 400 MHz (standard) 
VIA 1000 MHz  
Intel Celeron Mobile 600 HHz 
Intel Celeron Mobile 1,3 GHz
Intel Pentium Mobile 1,4 GHz  

9-36 VDC
5 W standby, 25 W operating and Max 45 W
DC/DC 09-154V in, 13/24V out 75W EMC Class B
UPS backup battery

Display

User Interface

Sound / Graphics

Storage

SODIMM 128 MB, 144pin SDRAM PC133 (Standard)
SODIMM 256, 512 
DDR-SDRAM 1024 MB (only on Intel platform)

12,1ò diagonal SVGA (800x600 Pixels) (standard)
12,1ò diagonal XGA (1024x768 Pixels)
Color Active Matrix TFT 256K colors
120 degree viewing angle, 0-100 % dimmable
Luminance: 400/1000 Nit (cd/mĮ) 

High Resolution resistive touch screen (optional)
Rugged DB9 Keyboard/Mouse port
DB9/PS 2 adapter (optional)
On/Off switch and manual dimmer control

AC97 and Soundblaster Pro compatible
Graphics Up to 32 MB (uses RAM-memory)

PC-Card slot for ATA/IDE (Flash or rotating)
Hard Drive 20 GB 2.5ò ATA/IDE (optional)
Hard Drive 40 GB 2.5ò ATA/IDE (optional)
Flash Disk 128 MB to 4 GB, 2.5ò ATA/IDE (optional)
Compact Flash for ATA/IDE (optional)

Interfaces

Operating Systems

CARDBUS PCMCIA 32-bit, 2 type II or 1 type III
2 Serial ports RS 232C, COM 1-2, up to 115 Kbit/s
2 USB 1.1 A (USB 2.0 with Celeron & Pentium M)
1 FireWire
1 Ethernet 10/100-TP, RJ45
1 Mouse/Keyboard port DB9 (PS/2 adaptable)
Buzzer, Mic, CD in and Line out Stereo

Cardbus, PCMCIA compatible (radio independent)
WLAN, WiFi, GSM, GRPS, Edge, UMTS, Bluetooth, GPS

Windows XP Embedded  Windows XP Pro
Linux     CE 5.0

JLT 12041
Rugged Fixed Mount PC



Processor

RAM memory

Power supply

RF options

JLT 15021
Rugged Fixed Mount PC

Intel Celeron Mobile 600 MHz  (standard)
Intel Celeron Mobile 1,3 GHz
Intel Pentium Mobile 1,4 GHz)

9-36 VDC
5 W standby, 30W operating and Max 45 W
DC/DC 09-154V in, 13/24V out, 75W RMC class B
UPS Battery abckup 

Display

Luminance

User Interface

Sound / Graphics

Storage

256 MB DDR-SDRAM (standard)
512 MB 
1024 MB 

15,1ò diagonal Touch is optional
XGA (1024x768 Pixels)
Color Active Matrix TFT 16,7M colors
140 degree viewing angle, 0-100 % dimmable

450 NIT, cd/mĮ (standard)
750 NIT, cd/mĮ 

High Resolution resistive touch screen (optional)
Rugged DB9 Keyboard/Mouse port
DB9/PS 2 adapter (optional)
On/Off switch and manual dimmer control

AC97 and Soundblaster Pro compatible
Graphics Up to 32 MB (uses RAM-memory)

PC-Card slot for ATA/IDE (Flash or rotating)
Hard Drive 20 GB 2.5ò ATA/IDE (optional)
Hard Drive 40 GB 2.5ò ATA/IDE (optional)
Flash Disk 128 MB to 4 GB, 2.5ò ATA/IDE (optional)
Compact Flash for ATA/IDE (optional)

Interfaces

Operating Systems

Physical characteristics

CARDBUS PCMCIA 32-bit, 2 type II or 1 type III
2 Serial ports RS 232C, COM 1-2, up to 115 Kbit/s
2 USB 2.0 
1 Ethernet 10/100-TP, RJ45 
1 FireWire 
1 Mouse/Keyboard port DB9 (PS/2 adaptable)
1 Buzzer, Mic, CD in and Line out Stereo

Environment

Regulatory Approvals

PCMCIA compatible (radio independent)
WLAN, WiFI, GSM, GRPS, UMTS, Bluetooth, GPS

Windows XP Embedded  Windows XP Pro
Linux 

Dimensions: L358 x W61 x H286
Weight: 5,3 kg
Enclosure: Aluminium, powder coated

Operating Temperature: -30 C to 50 C
Storage Temperature -30 C to 75 C
Jet of water: IP-65 (standard), IP-67 Waterproof (optional)
Humidity: 10 - 95% RH, non-condensing
Vibration: 5 - 500 Hz/4.5 g RMS 3 hours XYZ
(non-rotating disk)
Shock: 30 g for 11 ms (non-rotating disk)
MILSPEC 810E and 810C compliant
Track vehicle tested
HALT Tested - (Highly Accelerated Life Tested)

Din 40050 Part 9 IEC 529
Safety: UL: UL94, Class VO
FCC: Part 15 Class B
International Safety: CE Vehicle, FCC light industry
Electrical: ISO7632-1, reverse polarity, dual batery
EMC Susceptibility: ISO7637-1. -2, EN61000-4-2
EMC Emissions: EN55022
Temperature: IEC 68-2-36 Fdb, IEC 68-2-27,
IEC 68-2-1 Ad IEC 68-2-2 Bc, IEC 68-2-30 Db,
IEC 68-2-1 Aa, -2 Ba, 14 Na

Accessories
Mounting solutions  Mini-keyboards
AC/DC adaptors   Rugged keyboards 
Industrial DC/DC   Virtual on-screen keyboard
Cables and adaptors  Radios and GPS
Antennas, domes

JLT 15021 is the ñbiggestò in the JLT family.  
With its 15,1ò XGA screen, the JLT 15021 is 
the choice for complex applications in any 
industrial environment. They are built to 
withstand extreme conditions like dust, water, 
chemicals, etc. With features like 750 NIT 
daylight viewable screen, Processor speeds up 
to PM 1,4 GHz, the rugged and ergonomically 
designed all-in-one computer will do the job 
problem free for years.

JLT 15021



Power supply

Display

Luminance

User Interface

Video

1000 NIT, cd/mĮ Daylight viewable for SVGA
450 NIT, cd/mĮ for XGA

Physical characteristics

Environment

Regulatory Approvals
Operating Temperature: -20 C to 60 C
Storage Temperature -25 C to 60 C
Water- and dust proof: IP-67 (standard)
Humidity: 10 - 95% RH, non-condensing
Vibration: 5 - 500 Hz/4.5 g RMS 3 hours XYZ
Shock: 30 g for 11 ms (non-rotating disk)
MILSPEC 810E and 810C compliant

Din 40050 Part 9 IEC 529
Safety: UL: UL94, Class VO
FCC: Part 15 Class B
International Safety: CE Vehicle, FCC light industry
Electrical: ISO7632-1, reverse polarity, dual batery
EMC Susceptibility: ISO7637-1. -2, EN61000-4-2
EMC Emissions: EN55022
Temperature: IEC 68-2-36 Fdb, IEC 68-2-27,
IEC 68-2-1 Ad IEC 68-2-2 Bc, IEC 68-2-30 Db,
IEC 68-2-1 Aa, -2 Ba, 14 Na

Accessories
Mounting solutions
AC/DC adaptors 
Industrial DC/DC 
Virtual on-screen keyboard
Screen protectors

JLT 1211
Rugged outdoor Display

10-36 VDC
Max 25 W
AC/DC Power adapter 115/230V, 50/60 Hz
3m Power Cable

12,1ò diagonal SVGA (800x600 Pixels)  
XGA  (1024x768 Pixels) optional
Color Active Matrix TFT 256K colors
120 degree viewing angle, 0-100 % dimmable
Contrast Ratio 1:200

High Resolution 5-wire touch screen Resistive, connected 
to USB. On screen picture adjustment. USB hub 2x USB 
(USB 1.1 type A)

Video input 1: RGB analog 0.7 p-p 75 ohm 
Video input 2 RCA Composite video

Dimensions: L305 x W63 x H240
Weight: 3.5 kg
Enclosure: Precission milled Aluminium, powder coated

JLT 1211 is a ultra thin and compact rugged 
ñdisplay onlyò product. It is ideally used with 
any existing CPU unit, computer brick or laptop 
computer. With the touch screen interface, a 
daylight visiable 1000 NIT (cd/mĮ), anti-reþex 
protected display and the waterproof IP-67 
sealing, the JLT 1211 is used in the most 
extreme environments like industrial plants, 
marine, military, kiosk or any other outdoor 
application.   

JLT 1211



JLT Mobile Computers 
proudly presents the 
Field Tablet PC!

The ýrst rugged 
handheld tablet PC 
designed from the 
ground up to handle 
real ýeld work.

JLT Mobile Computers
Contact information:

Internet:     www.jlt.biz
E-mail:      sales@jlt.biz
Phone: +46 8 446 1450
Fax:     +46 8 732 3540

Address:
Polygonvªgen 47
SE - 187 66 Tªby
Stockholm, Sweden

JLT Mobile Computers develops and produces rugged vehicle- 
and ýxed-mount computers and handheld rugged Tablet PCôs. 
They are used for mobile computing applications in the most 
extreme environments.

The G-Force 850 is designed from scratch for the most 
demanding environments. The casted magnesium housing 
with sealed rubber makes the tablet withstand shocks and 
jets of water. The ergonomically design with the handstrap 
and weighing only 1,6 kg makes the G-Force 850 ýt like a 
glove.

The perfect tool for real ýeld work applications! Besides the 
design and ruggedness, the JLT Field Tablet PC offers in-built 
radio independent solutions like; WLAN, GSM, GPRS, GPS or  
BlueTooth. The resistive touch screen with daylight visible 
conýguration secures smooth outdoor usability.

The G-Force 850 comes with a variety of options and acces-
sories. From vehicle dock to harddisk capacity. We know that 
we can make the tablet work for your speciýc demands and 
needs. Tell us about your project and we are glad to assist 
you in the right choice of hardware.



Processor

RAM memory

Power supply

RF options

G-Force  850
 Field Tablet PC

800 MHz X86 Processor 512 KB Cache

50W External Power 18.5V Ñ10%
Vehicle Dock 9-36V, 50W (optional)
Ofýce/servive Dock 115/230V 50/60Hz (optional)
AC/DC Power adapter 115/230V 50/60Hz (optional)
Vechile Charger 12-24V, 50W (optional)

Display

Luminance

User Interface

Sound / Graphics

Storage

256 MB  SDRAM 
512 MB (optional)

8,4ò diagonal
SVGA (800x600 Pixels)
Color Active Matrix TFT 256K colors
120 degree viewing angle, 0-100 % dimmable

300 NIT, cd/mĮ 

High Resolution 8-Wire resistive touch screen 
10 External control buttons

Silicon Motion SMI 712 Lynx EM4+, 8 MB 

Compact Flash 256 MB up to 4 GB x2
Hard Drive 20 GB
Note: disks are not accessible by user

Interfaces

Operating Systems

Physical characteristics

1 USB 1.1  type A
1 FireWire type iLink
Doccing Connector type 26 pin HD DSUB
Access to battery 3300mAh, 11.1V Hot Swappable Environment

Docking Connector
Internal Type II PC-Card (radio independent)
WLAN 802.11b, 802.11g or GSM, GPRS, UMTS, Bluetooth, 
GPS

Windows XP Embedded  Linux
Windows XP Pro   DOS
Windows CE 5.0

Dimensions: 250mm (w) x 180mm (h) x 37mm (d)
Weight: 1,6 kg
Enclosure: Precission milled aluminium with rubber lids

Operating Temperature: -20 C to 50 C
Storage Temperature: -30 C to 75 C
Operating and charging: -10 C to 50 C
Non-operating and charging: +5 C to 45 C
Water & Dust Proof with all lids closed: IP-65 
Humidity: 10 - 95% RH, non-condensing
MIL-STD 810F, CE, FCC, EMS
Drop test: 3 feet on concrete, 26 directions (drops)

Power Input   USB 1.1
CRT Output   Stereo-line in
Ethernet 10/100 MBit/s  Steroe-line out
    Mic in

Accessories
Vehicle Dock   Ofýce/service Dock
Vehicle Chargers   Port replicator
Mini-keyboards   Rugged keyboards
AC/DC adaptors   Virtual on-screen keyboard 
Industrial DC/DC   Antennas, domes
Cables and adaptors  Radios and GPS

The G-Force 850 is  JLTôs premier ultra-light 
weight handheld Tablet PC. The ýrst rugged 
Tablet PC designed from the ground up to 
handle real ýeld work. With a daylight viewable 
resistive touch screen and IP-65 water and 
dust proof rating, the G-Force will do the job 
no matter what extreme conditions it is used 
in. Need to work all day? The hot swappable 
battery secures that you can continue working 
wihout recharging or rebooting. In-built RF-
options and ergonomical design makes the G-
Force 850 the choice of the mobile worker.

G-Force 850


